
Specification Sheet

MAGNELIS® | COATED STEEL JOIST AND
ADAPTER FOR ARKIMEDE

Code Commercial Description Dimensions Conf. Pallet Selling Unit

TER09-1149ZM2 Coated Steel Joist - Magnelis® 40 x 30 x 2.000 mm 1 100 PZ

TER09-1151 Plastic adapter for Arkimede Steel Joist - 30 3780 PZ

TER09-1149/G Adhesive anti-noise gasket for Magnelis® -- 5 1260 PZ

TER09-1151GR Linear connector for Magnelis® -- 60 7560 PZ

TER09-1149/A Cross Spacer 4mm for Paving for Magnelis® 4mm 0 21600 0

TER09-1149/B Lateral Laying clip for Magnelis® -- 12960 PZ

TER09-1149/C "T" shape connector for Magnelis® (duplicato) -- 17280 PZ

Description

Coated Steel Joist (4 m length) and plastic adapter for Arkimede Line supports.This Kit allows the creation of a supporting structure

for the laying of outdoor decking.

Material

The adapter is made of PP (polyopropylene) and the joist is made of Galvanized Steel with a aluminum, zinc and magnesium

coating.
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Use

This product allows the making of a supporting structure for the laying of outdoor decking. It is suggested to place the Arkimede

supports every 50 cm.

Accessories

Code Commercial Description Dimensions Conf. Pallet Selling Unit

MIN01-5200P Fixala Plus - Black phosphate bugle head self scre... ø 3,5 x 25 mm 1000 384 CF
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