
Specification Sheet

GALVANIZED SCREW FOR WOOD PANEL

Code Commercial Description Dimensions Conf. Pallet Selling Unit

TER11-2240L5 Galvanized screw for wood panel 50 x ø 5 mm 200 0 PZ

TER11-2240L6 Galvanized screw for wood panel 60 x ø 5 mm 200 0 PZ

TER11-2240L7 Galvanized screw for wood panel 70 x ø 5 mm 200 0 PZ

TER11-2240L8 Galvanized screw for wood panel 80 x ø 5 mm 200 0 PZ

TER11-2240L9 Galvanized screw for wood panel 90 x ø 5 mm 200 0 PZ

TER11-2240L10 Galvanized screw for wood panel 100 x ø 5 mm 100 0 PZ
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TER11-2240L12 Galvanized screw for wood panel 120 x ø 6 mm 100 99999 PZ

TER11-2240L14 Galvanized screw for wood panel 140 x ø 6 mm 100 0 PZ

TER11-2240L16 Galvanized screw for wood panel 160 x ø 6 mm 100 0 PZ

TER11-2240L18 Vite Truciolare Zincata 180 x ø 6 mm 100 99999 PZ

TER11-2240L20 Vite Truciolare Zincata 200 x ø 6 mm 100 99999 PZ

Description

Anchor with washer, with head 60 mm, nail chipboard screw for fixing the insulating boards in wood.

Material

Made of galvanized steel.

Use

Utilized for mechanical anchoring of insulating boards of wood (dry system), supporting the load and tensile stress "tear off ".

MD_scheda prodotto_R0Rev.: R0 del 01.05.2024


